
1.1 Insulator resistance: 100MΩ Min. AT 100V DC.

1.2 Current rating: 5A (Vbus) 0.25A Min for other.

NOTES:

1.3 Dielectric strength: AC 100V FOR 1 Minute.

1.4 Housing: Thermoplastic (UL 94-0).

1.6 Outer shell: copper alloy

1.5 Contact: Copper alloy

1.8 product number code:

1.7 Inner shell: Stainless stell

Mounting type
R: R/A type

Housing color
B: Black

Contact Plating
0: Selective gold flash

Connector type
F: Female

No. of contacts
16: 16pin

Shell Plating
N: Full Nicke

Packing Type
T: Tray
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Recommend PCB Layout (Thickness=1.0mm)

(Component side)  Tolerance:±0.02
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USB Type-C Pin Assignments

Signal NamePin Number
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Signal NamePin Number
1.1 Insulator resistance: 100MΩ Min. AT 100V DC.

1.2 Current rating: 5A (Vbus) 0.25A Min for other.

NOTES:

1.3 Dielectric strength: AC 100V FOR 1 Minute.

1.4 Housing: Thermoplastic (UL 94-0).

1.6 Outer shell: copper alloy

1.5 Contact: Copper alloy

1.8 product number code:

1.7 Inner shell: Stainless stell

Mounting type
R: R/A type

Housing color
B: Black

Contact Plating
0: Selective gold flash

Connector type
F: Female

No. of contacts
16: 16pin

Shell Plating
N: Full Nicke

Packing Type
T: Tray
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