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1.3 Insulation resistance: 1000MΩ Min.

1.1 Contact resistance: 20mΩ Max. Initial.

1.2 Dielectric withstanding voltage: 500V AC(rms) 

2. Environment characteristics:

2.1 Operating temperature: -40°C~+105°C.       

1. Electrical characteristics:

for 1 minute.

NOTES:

R: R/A type

Mounting type
S: Straight type

10 14 16 20 26 30 

S: Small latch housing

No.of contacts

B: Black  
Housing color

Ti: Selective gold flash
Contact plating

Housing type

3. Product number code:

8: 8.60mm(standard latch)   
Lock DIM.

2: 4.20mm(short latch)

S: 4.2mm(special latch)

34 40 50 60 64  

Si: Full gold flash

A: Gray 

Avaliable dimension table

No.of 
Contacts

A

B

C

D

10 14 16 20 26 30 34 40 50 60 64

31.92 37.00 39.54 44.62 52.24 57.32 62.40 70.02 82.72 95.42 100.50

21.72 26.80 29.34 34.42 42.04 47.12 52.20 59.82 72.52 85.22 90.30

10.16 15.24 17.78 22.86 30.48 35.56 40.64 48.26 60.96 73.66 78.74

18.22 23.30 25.84 30.92 38.54 43.62 48.70 56.32 69.02 81.72 86.80
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