
CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

Dimension
[Female]

(Series Image-Reference Only)

[Male]

No.of contacts
09,15,25,37

Connector type
M: Male  F: Female

Strain relief
P:W/
N:W/O

Contact plating
2: Gold+Nickel

Rivet type
P:W/ Thread(UNC #4-40)
N:W/O Thread(For W/O screw only)

Screw type
X:W/O Screw
1:CC type
2:CS type

NOTES:
 1. Electrical characteristics:
   1.1 Contact resistance: 30mΩ Max. Initial.
   1.2 Dielectric withstanding voltage: 500V AC(rms) for 1 minute.
   1.3 Insulation resistance: 1000MΩ Min.
 2. Environment characteristics:
   2.1.Temperature range: -40°C~+105°C.
 3. Materials:
   3.1 Insulator:PBT+Glass fiber
   3.2 Shell:Steel
   3.3 Contact:Copper alloy
 4. Product number code:
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Position B±0.2 C±0.2
D±0.2

A±0.1

9P 30.80 24.99 17.9010.16

15P 39.14 33.32 26.5017.78

25P 53.04 47.04 40.0030.48

37P 69.32 63.50 56.5045.72

E±0.2
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Housing color
B: Black
U: Blue
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