
CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

Notes:
 1. Electrical Characteristics:
   1.1 Contact Resistance: 30mΩ Max.
   1.2 Dielectric Withstanding Voltage: 500V AC(rms)
      For 1 Minute.
   1.3 Insulation Resistance: 500MΩ Min.
   1.4 Current Rating:1.5A.
   1.5 Voltage Rating:125V AC rms.
 2. Environment Characteristics:
   2.1 Temperature: -40°C~+85°C.
 3. Materials:
   3.1 Contact Material: Copper Alloy.
   3.2 Contact Plating: Gold Plating Over Nickel.
   3.3 Insulator Materials:PBT or  Nylon,Black,UL94-V0.
 4. Product Number Code:

Recommend PCB Layout(Tolerance=±0.05)

(Series Image-Reference Only)

10.00

2.
54

2.
30

1.02

10.0

10.0

14
.5

1.02

13.0

Ø0.46
2.3

6.0

2-Ø2.36

3.06

A-A

2.54

3.
3

W/O Ear

W/ Ear

Ø0.90

(6;15;30)Micro Inch

4:4P4C  

Housing Color
A:Gray

Contact Plating
 0:Gold Flash

No.Of Contacts

Connector Type
S:Socket   

 3:Selective 3u" Gold 

B:Black

Housing Materials
P:PBT
N:Nylon

Ear Support
X:W/O
S:W/

Administrator
新建图章


